
711 24.0 (609) 53 (24)

731 25.9 (659) 59 (26.8)

711 25.9 (659) 64 (29)

731 29.9 (759) 76 (34.5)

711 27.9 (709) 93 (42.2)

731 31.9 (809) 90 (40.8)

711 29.7 (754) 135 (61.2)

731 33.6 (854) 130 (59)

711 31.7 (804) 155 (70.3)

731 37.5 (952) 200 (90.7)

711 37.6 (955) 235 (106.6)

731 43.3 (1100) 215 (97.5)

711 45.7 (1160) 565 (256.3)

731 51.7 (1314) 460 (208.7)

711 52.8 (1340) 725 (328.9)

731 59.4 (1510) 585 (265.4)

711 54.3 (1380) 915 (415)

731 61.0 (1550) 1075 (487.6)

711 62.2 (1580) 1035 (469.5)

731 66.1 (1680) 1350 (612.3)

711 65.0 (1650) 1165 (528.4)

731 68.9 (1750) 1630 (739.4)

711 66.9 (1700) 1255 (569.3)

731 73.0 (1855) 1715 (777.9)

711 76.8 (1950) 1590 (721.2)

731 82.9 (2105) 1900 (861.8)

(500)

(600)

Weight
3 

lbs/(kgs)

Table X: Sizes - Flange Drilling - Weights

(300)

Nominal Pipe 

Size           

in./(mm)

Style

Standard Dimensions

Length          in./(mm)
Duck Bill Height 

in./(mm)

Eccentric Slope 

"ES"                

in./(mm)

(50)2.023.6 (600)12

14

16

(1200)

(750)

(900)

(1050)

36

42

48

18

20

24

30

(350)

(400)

(450)

(50)

(100)

(100)

(100)72

54

60

(1350)

(1500)

(1800)

(920)

(1090)

(2900)

54.7

65.7

(1390)

(50)

(50)

(50)

(670)

(760)

(840)

26.4

29.9

33.1

36.2

42.9

(1670)

(1780)

(2050)

(2200)

(2400)

(50)

(75)

(75)

(75)

(100)

4.0

70.1

80.7

86.6

94.5

3.0

3.0

3.0

4.0

4.0

2.0

2.0

2.0

2.0

2.0

Notes:

1. Style 711 available drilled to required flange specifications (ANSI 150, ANSI 300, DIN PN10, DIN PN16, 

Custom Flange Specification)

2. Style 731 available in various size Cuff ID's to meet required pipe OD's

3. Weights listed are approximate

4.0114.2


